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July 26, 2017 
File: 195311275 

Attention: Mr. Sai Sarepalli   
Chittenden County Regional Planning Commission 
110 West Canal Street, Suite 202  
Winooski, VT  05404 

Dear Sai, 

Reference: Exit 14 Area Signal Systems   

One of the deliverables for the above referenced study is a traffic operations analysis of 
alternative lane use assumptions for the US 2/Dorset Street and Dorset Street/Kennedy Drive 
intersections. Alternatives considered under this task assume no major geometric changes to 
the subject intersections. Alternatives recommended for consideration are as follows. 

• US2/Dorset Street Intersection-Convert one of the two existing westbound left-turn 
lanes on US 2 into a third through lane and limit use of the far-right westbound lane to 
traffic destined to the Holiday Inn or the I-89 northbound on-ramp.  

• Dorset Street/Kennedy Drive Intersection-Convert the exclusive northbound right-turn 
lane on Dorset Street into a shared through/right turn lane. 

We have completed the traffic operations analysis for these proposals and conclude that the 
suggested changes would not offer significant benefits. Upon reaching this finding we 
analyzed a second alternative for the Dorset Street/Kennedy Drive intersection and 
concluded that this second alternative would offer measurable benefits during the critical PM 
peak commuter hour. Our analyses and findings are presented below by location. 

US 2/Dorset Street 

Geometric conditions at the US 2/Dorset Street intersection are reflected in Figure 1. Of interest 
with respect to this study are the geometry and lane use conditions on the US 2 (Williston Road) 
westbound intersection approach. As shown, the approach includes two left-turn lanes, a through 
lane and a shared through/right turn lane. Prior studies have suggested that more efficient 
intersection operations may be realized if one of the left-turn lanes were converted to a through 
lane. In consideration of the downstream conditions, this change would also require that the 
existing westbound shared through/right turn lane be converted to a dedicated right-turn lane for 
traffic destined to either the Holiday Inn driveway or to the I-89 northbound on-ramp.  
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Figure 1 US 2/Dorset Street Intersection 

Peak hour traffic volume data for the subject intersection was obtained from the VTrans traffic 
volume database. Traffic volume data collected on August 23, 2016 was analyzed for existing and 
proposed conditions in accordance with procedures defined in the Highway Capacity Manual 
and applied by the Synchro 9 traffic analysis tool. The traffic data and traffic analysis worksheets 
are attached. The analysis results are present in Table 1 below. As shown, the proposed lane use 
changes and related traffic reassignments worsen traffic operations slightly during the weekday 
AM peak commuter hour. During the more critical PM peak commuter hour, the proposed 
change results in a slight improvement in traffic operations. The overall intersection volume-to-
capacity ratio decreases from 0.79 to 0.78 with this change. 

  

I-89 Ramp Holiday 
Inn 
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Peak Hour 

Existing Lane Use Modified Lane Use 

V/C 
Ratio1 Delay2 LOS3 V/C 

Ratio Delay LOS 

AM 0.62 23 C 0.68 28 C 

PM 0.79 44 D 0.78 44 D 

1 Overall intersection volume-to-capacity ratio for critical movements 
2 Delay in seconds per vehicle 
3 Level of service (A to F) 
 
Table 1 US 2/Dorset Street Operations Analysis Results 

A sensitivity analysis was conducted to assess the range of conditions for which the proposed 
change would improve intersection efficiency. In this regard, the westbound left-turn volume 
during the PM peak hour was considered. The left-turn volume reported in August 2016 and used 
in the analysis is 160 vehicles per hour. This volume is non-critical under existing conditions when it is 
distributed between the two approach lanes. (The left-turn movement is non-critical in that it is not 
included in the calculation of the overall intersection volume-to-capacity ratio.) Under proposed 
conditions, the left-turn volume becomes critical and contributes to the calculated overall 
volume-to-capacity ratio. A left-turn volume of 195 vehicles per hour under proposed conditions 
would result in an overall volume-to-capacity ratio equal to the existing volume-to-capacity ratio 
of 0.79. Consequently, the suggested improvement only provides benefits when the PM peak hour 
left-turn volume is below 195 vehicles per hour. This left-turn volume however, is likely to be quite 
variable given that the existing left-turn lanes lead to a wide array of retail uses along Dorset 
Street. Seasonal variations in shopping demand likely result in seasonal variations in the observed 
left-turn demands. The potential operational efficiencies associated with the proposed lane use 
change would not be realized when shopping demands cause the left-turn demand to spike 
above 195 vehicles per hour.  

Based on the above it is recommended that the suggested alternative lane use condition not be 
pursued. The slight benefits that may be realized during the PM peak hour would be offset by less 
efficient operations during the AM peak hour. Additionally, the potential efficiencies to be realized 
during the PM peak hour will disappear with minor spikes in the travel demand for the westbound 
left-turn movement from US 2. 
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Kennedy Drive/Dorset Street 

Geometric conditions at the Kennedy Drive/Dorset Street intersection are reflected in Figure 2. Of 
interest with respect to this study are the geometry and lane use conditions on the Dorset Street 
northbound intersection approach. This approach includes a shared through/left turn lane and a 
dedicated right turn lane. Prior studies have suggested that more efficient intersection operations 
may be realized if the right-turn lane were converted to a shared through/right turn lane. Since 
there are two downstream, receiving lanes, this change could be implemented with no geometric 
changes.  

 

Figure 2 Kennedy Drive/Dorset Street Intersection 

Peak hour traffic volume data for the subject intersection was collected by the CCRPC on May 31, 
2017. The volumes were analyzed for existing and proposed conditions in accordance with 
procedures defined in the Highway Capacity Manual and applied by the Synchro 9 traffic analysis 
tool. The traffic data and traffic analysis worksheets are attached. The analysis results are 
presented in Table 2. As shown, the proposed lane use changes and related traffic reassignments 
improve traffic operations slightly during the weekday AM peak commuter hour. The overall 
intersection volume-to-capacity ratio decreases from 0.89 to 0.86 with this change. During the 

Kennedy Drive 

Dorset Street 
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more critical PM peak commuter hour, there is no significant change in traffic operations 
associated with the suggested lane use changes.  

Peak Hour 

Existing Lane Use Modified Lane Use 

V/C 
Ratio1 Delay2 LOS3 V/C 

Ratio Delay LOS 

AM 0.89 45 D 0.86 42 D 

PM 0.94 48 D 0.93 45 D 

1 Overall intersection volume-to-capacity ratio for critical movements 
2 Delay in seconds per vehicle 
3 Level of service (A to F) 

Table 2 Kennedy Drive/Dorset Street Operations Analysis Results  

In consideration of the above findings, additional lane use changes were examined. Changes 
were considered for the Kennedy Drive westbound approach that are similar to the changes 
proposed for the northbound Dorset Street approach. Specifically, conversion of the westbound 
right-turn lane to a shared through/right turn lane was analyzed. This change would likely require 
minor geometric changes downstream to create two receiving lanes. Also, it was assumed that 
one of the eastbound I-189 ramp left-turn lanes is eliminated. This change would facilitate more 
efficient signal phasing by allowing the eastbound and westbound left-turn movements to 
operate concurrently. With conversion of the northbound approach lanes to two shared lanes 
and these added changes, the overall volume-to-capacity ratio during the PM peak hour is 
reduced from 0.94 under existing conditions to 0.90 under proposed conditions as shown in Table 
3. Further improvement is also realized during the AM peak hour with an overall volume-to-
capacity ratio of 0.80 expected.  
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Peak Hour 

Existing Lane Use Modified Lane Use – 
Multiple Changes 

V/C 
Ratio1 Delay2 LOS3 V/C 

Ratio Delay LOS 

AM 0.89 45 D 0.80 34 C 

PM 0.94 48 D 0.90 35 C 

1 Overall intersection volume-to-capacity ratio for critical movements 
2 Delay in seconds per vehicle 
3 Level of service (A to F) 

Table 3 Kennedy Drive/Dorset Street Operations Analysis Results with Multiple Lane Use Changes  

The proposed elimination of one of the I-189 eastbound left-turn lanes was analyzed from a 
vehicle queuing perspective. Presently, the two left-turn lanes provide approximately 175 feet of 
storage each. The storage capacity would be reduced to approximately 200 feet with only one 
turn lane. Analysis results summarized in Table 4 indicate that under proposed conditions there 
would be adequate capacity to accommodate projected 95th percentile vehicle queues.  

Peak Hour 

Existing Lane Use Modified Lane Use – Multiple 
Changes 

95th Percentile 
Vehicle Queue 
per Lane (feet) 

Storage 
Capacity per 
Lane (feet) 

95th Percentile 
Vehicle Queue 
per Lane (feet) 

Storage 
Capacity per 

Lane (feet) 

AM 83 175 88 200 

PM 75 175 85 200 

 

Table 4  Queue Conditions in I-189 Eastbound Left-Turn Lane(s)at Dorset Street 
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Based on the above it is recommended that the CCRPC consider the full set of suggested 
alternative lane use changes for the Kennedy Drive/Dorset Street intersection. Measurable 
operational efficiencies may be realized during both commuter peak hours with manageable 
queue impacts to the I-189 ramps. Pursuit of the initially proposed changes to the northbound 
approach as a “stand alone” improvement is not recommended as it would not provide 
significant operational benefits during the critical PM peak hour. 

We are available to discuss the above findings and recommendations at your earliest 
convenience. 

Regards, 

STANTEC CONSULTING SERVICES INC. 
 

 
Richard S. Bryant, P.E. 
Senior Associate 
Phone: (802) 497-6327  
Fax: (802) 864-0165  
Rick.Bryant@stantec.com 

Attachment: Traffic Counts, Capacity Analysis Worksheets 

c. David DeBaie 

rb v:\1953\active\195311275\5_traffic\docs\letter\2017-07-26_lane use changes.docx 



File Name : 2-10_9ampm16
Site Code : 30414710
Start Date : 8/23/2016
Page No : 1

Counter: Miovision Camera
Counted by: R Gustafson
Weather: Sunny
Town: 2-10.9 S Burlington

Groups Printed- Car - Medium - Heavy - UTurn

Holiday Inn Entr/Exit
From North

US 2/Williston Rd from
Williston

From East

Dorset St from Kennedy Dr
From South

US 2/Williston Rd from I89
From West

Start Time Right Thru Left UTurn Right Thru Left UTurn Right Thru Left UTurn Right Thru Left UTurn Exclu. Total Inclu. Total Int. Total

06:00 AM 2 0 0  0 1 82 3  0 5 1 21  0 49 99 1  0 0 264 264
06:15 AM 1 0 0  0 0 97 11  0 9 0 39  0 64 131 0  0 0 352 352
06:30 AM 3 0 2  0 0 131 11  0 20 0 32  0 83 183 1  0 0 466 466
06:45 AM 1 0 2  0 0 157 12  0 24 0 48  0 112 167 2  0 0 525 525

Total 7 0 4  0 1 467 37  0 58 1 140  0 308 580 4  0 0 1607 1607

07:00 AM 4 0 3  0 1 203 7  0 8 1 46  0 96 176 1  0 0 546 546
07:15 AM 6 1 2  0 1 214 14  0 13 0 74  0 132 224 3  0 0 684 684
07:30 AM 0 2 3  0 1 247 17  0 24 1 88  0 171 226 2  1 1 782 783
07:45 AM 7 2 2  0 2 227 27  0 19 0 90  0 209 263 2  0 0 850 850

Total 17 5 10  0 5 891 65  0 64 2 298  0 608 889 8  1 1 2862 2863

08:00 AM 5 0 2  0 1 221 38  0 21 0 73  0 156 212 2  0 0 731 731
08:15 AM 1 2 1  0 0 212 21  0 23 0 96  0 145 199 1  0 0 701 701
08:30 AM 3 3 4  0 2 215 37  0 40 0 68  0 148 191 4  0 0 715 715
08:45 AM 4 1 1  0 4 196 39  0 17 1 97  0 156 205 3  0 0 724 724

Total 13 6 8  0 7 844 135  0 101 1 334  0 605 807 10  0 0 2871 2871

09:00 AM 2 2 0  0 1 178 28  0 29 0 104  0 156 200 2  0 0 702 702
09:15 AM 2 1 4  0 5 187 32  0 33 0 93  0 138 153 0  1 1 648 649
09:30 AM 2 0 2  0 2 203 29  0 40 0 100  0 158 177 2  2 2 715 717
09:45 AM 2 1 1  0 1 225 39  0 32 2 109  0 175 171 3  1 1 761 762

Total 8 4 7  0 9 793 128  0 134 2 406  0 627 701 7  4 4 2826 2830

10:00 AM 2 3 3  0 1 185 35  0 27 1 109  0 163 163 2  0 0 694 694
10:15 AM 2 1 0  0 1 214 41  0 32 0 88  0 164 171 1  0 0 715 715
10:30 AM 2 0 2  0 1 107 32  0 27 0 132  0 113 111 0  1 1 527 528
10:45 AM 5 2 2  0 1 220 31  0 56 0 119  0 185 203 1  1 1 825 826

Total 11 6 7  0 4 726 139  0 142 1 448  0 625 648 4  2 2 2761 2763

11:00 AM 1 1 0  0 1 197 56  0 51 1 154  0 176 184 1  1 1 823 824
11:15 AM 8 0 2  0 0 203 51  0 37 1 154  0 163 192 0  1 1 811 812
11:30 AM 2 0 0  0 0 202 40  0 44 0 163  0 157 191 5  0 0 804 804
11:45 AM 0 0 2  0 3 220 41  0 60 0 172  0 184 221 1  0 0 904 904

Total 11 1 4  0 4 822 188  0 192 2 643  0 680 788 7  2 2 3342 3344

12:00 PM 3 0 2  0 0 234 66  0 64 0 146  0 223 215 1  2 2 954 956
12:15 PM 2 0 1  0 1 250 78  0 66 1 158  0 191 194 0  1 1 942 943
12:30 PM 6 1 0  0 0 247 58  0 65 1 151  0 210 205 5  1 1 949 950
12:45 PM 1 0 2  0 1 283 73  0 72 1 144  0 207 225 1  2 2 1010 1012

Total 12 1 5  0 2 1014 275  0 267 3 599  0 831 839 7  6 6 3855 3861

01:00 PM 1 2 0  0 1 240 63  0 57 1 171  0 201 219 0  3 3 956 959
01:15 PM 4 0 1  0 3 238 68  0 70 1 176  0 229 223 3  2 2 1016 1018
01:30 PM 6 0 2  0 0 248 59  0 51 0 204  0 210 176 5  2 2 961 963
01:45 PM 5 1 2  0 4 274 38  0 56 0 204  0 181 218 6  1 1 989 990

Total 16 3 5  0 8 1000 228  0 234 2 755  0 821 836 14  8 8 3922 3930

02:00 PM 5 0 2  0 1 216 52  0 59 0 178  0 208 182 0  5 5 903 908
02:15 PM 3 1 2  0 0 238 60  0 54 0 212  0 199 188 4  1 1 961 962
02:30 PM 5 1 1  0 3 281 62  0 60 1 181  0 202 204 3  1 1 1004 1005
02:45 PM 2 1 1  0 1 221 41  0 55 1 237  0 216 177 5  3 3 958 961

Total 15 3 6  0 5 956 215  0 228 2 808  0 825 751 12  10 10 3826 3836

03:00 PM 2 1 3  0 1 267 48  0 47 0 195  0 200 210 1  1 1 975 976
03:15 PM 1 0 0  0 1 237 55  0 49 0 226  0 223 171 4  2 2 967 969
03:30 PM 4 1 0  0 0 264 51  0 57 1 227  0 215 229 3  2 2 1052 1054
03:45 PM 1 0 0  0 1 257 62  0 63 0 213  0 175 219 7  4 4 998 1002

Total 8 2 3  0 3 1025 216  0 216 1 861  0 813 829 15  9 9 3992 4001

04:00 PM 4 2 3  0 0 162 34  0 43 1 153  0 182 163 8  3 3 755 758

Vermont Agency of Transportation
Traffic Research/Highway Division

Turning Movement Report

RBryant
Text Box
US 2/Dorset Counts



File Name : 2-10_9ampm16
Site Code : 30414710
Start Date : 8/23/2016
Page No : 2

Counter: Miovision Camera
Counted by: R Gustafson
Weather: Sunny
Town: 2-10.9 S Burlington

Groups Printed- Car - Medium - Heavy - UTurn

Holiday Inn Entr/Exit
From North

US 2/Williston Rd from
Williston

From East

Dorset St from Kennedy Dr
From South

US 2/Williston Rd from I89
From West

Start Time Right Thru Left UTurn Right Thru Left UTurn Right Thru Left UTurn Right Thru Left UTurn Exclu. Total Inclu. Total Int. Total

04:15 PM 3 2 1  0 0 305 47  0 50 1 212  0 194 222 3  3 3 1040 1043
04:30 PM 4 0 1  0 1 271 31  0 45 0 229  0 215 187 6  1 1 990 991
04:45 PM 4 0 1  0 3 295 36  0 39 0 239  0 217 235 6  4 4 1075 1079

Total 15 4 6  0 4 1033 148  0 177 2 833  0 808 807 23  11 11 3860 3871

05:00 PM 6 0 1  0 3 267 46  0 44 2 232  0 227 168 11  2 2 1007 1009
05:15 PM 6 3 0  0 3 293 29  0 28 0 211  0 225 218 5  2 2 1021 1023
05:30 PM 6 0 1  0 2 302 49  0 48 2 204  0 185 160 6  1 1 965 966
05:45 PM 4 1 0  0 2 236 31  0 38 0 195  0 159 215 5  1 1 886 887

Total 22 4 2  0 10 1098 155  0 158 4 842  0 796 761 27  6 6 3879 3885

Grand Total 155 39 67  0 62 10669 1929  0 1971 23 6967  0 8347 9236 138  59 59 39603 39662
Apprch % 59.4 14.9 25.7 0.5 84.3 15.2 22 0.3 77.7 47.1 52.1 0.8    

Total % 0.4 0.1 0.2  0.2 26.9 4.9  5 0.1 17.6  21.1 23.3 0.3  0.1 99.9
Car 151 38 66  60 10161 1874  1887 23 6843  8184 8805 131  0 0 38282

% Car 97.4 97.4 98.5 0 96.8 95.2 97.1 0 95.7 100 98.2 0 98 95.3 94.9 100 0 0 96.5
Medium 4 1 1  2 430 55  82 0 120  151 313 3  0 0 1162

% Medium 2.6 2.6 1.5 0 3.2 4 2.9 0 4.2 0 1.7 0 1.8 3.4 2.2 0 0 0 2.9
Heavy 0 0 0  0 78 0  2 0 4  12 118 4  0 0 218

% Heavy 0 0 0 0 0 0.7 0 0 0.1 0 0.1 0 0.1 1.3 2.9 0 0 0 0.5
UTurn 0 0 0  0 0 0  0 0 0  0 0 0  0 0 0

% UTurn 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
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File Name : 2-10_9ampm16
Site Code : 30414710
Start Date : 8/23/2016
Page No : 3

Counter: Miovision Camera
Counted by: R Gustafson
Weather: Sunny
Town: 2-10.9 S Burlington

Holiday Inn Entr/Exit
From North

US 2/Williston Rd from Williston
From East

Dorset St from Kennedy Dr
From South

US 2/Williston Rd from I89
From West

Start Time Right Thru Left App. Total Right Thru Left App. Total Right Thru Left App. Total Right Thru Left App. Total Int. Total
Peak Hour Analysis From 06:00 AM to 11:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 11:00 AM

11:00 AM 1 1 0 2 1 197 56 254 51 1 154 206 176 184 1 361 823
11:15 AM 8 0 2 10 0 203 51 254 37 1 154 192 163 192 0 355 811
11:30 AM 2 0 0 2 0 202 40 242 44 0 163 207 157 191 5 353 804
11:45 AM 0 0 2 2 3 220 41 264 60 0 172 232 184 221 1 406 904

Total Volume 11 1 4 16 4 822 188 1014 192 2 643 837 680 788 7 1475 3342
% App. Total 68.8 6.2 25  0.4 81.1 18.5  22.9 0.2 76.8  46.1 53.4 0.5   

PHF .344 .250 .500 .400 .333 .934 .839 .960 .800 .500 .935 .902 .924 .891 .350 .908 .924
Car 10 1 4 15 4 795 183 982 186 2 635 823 666 734 7 1407 3227

% Car 90.9 100 100 93.8 100 96.7 97.3 96.8 96.9 100 98.8 98.3 97.9 93.1 100 95.4 96.6
Medium 1 0 0 1 0 27 5 32 6 0 8 14 14 43 0 57 104

% Medium 9.1 0 0 6.3 0 3.3 2.7 3.2 3.1 0 1.2 1.7 2.1 5.5 0 3.9 3.1
Heavy 0 0 0 0 0 0 0 0 0 0 0 0 0 11 0 11 11

% Heavy 0 0 0 0 0 0 0 0 0 0 0 0 0 1.4 0 0.7 0.3
UTurn 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

% UTurn 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
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File Name : 2-10_9ampm16
Site Code : 30414710
Start Date : 8/23/2016
Page No : 4

Counter: Miovision Camera
Counted by: R Gustafson
Weather: Sunny
Town: 2-10.9 S Burlington

Holiday Inn Entr/Exit
From North

US 2/Williston Rd from Williston
From East

Dorset St from Kennedy Dr
From South

US 2/Williston Rd from I89
From West

Start Time Right Thru Left App. Total Right Thru Left App. Total Right Thru Left App. Total Right Thru Left App. Total Int. Total
Peak Hour Analysis From 12:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:15 PM

04:15 PM 3 2 1 6 0 305 47 352 50 1 212 263 194 222 3 419 1040
04:30 PM 4 0 1 5 1 271 31 303 45 0 229 274 215 187 6 408 990
04:45 PM 4 0 1 5 3 295 36 334 39 0 239 278 217 235 6 458 1075
05:00 PM 6 0 1 7 3 267 46 316 44 2 232 278 227 168 11 406 1007

Total Volume 17 2 4 23 7 1138 160 1305 178 3 912 1093 853 812 26 1691 4112
% App. Total 73.9 8.7 17.4  0.5 87.2 12.3  16.3 0.3 83.4  50.4 48 1.5   

PHF .708 .250 1.00 .821 .583 .933 .851 .927 .890 .375 .954 .983 .939 .864 .591 .923 .956
Car 17 2 4 23 7 1118 155 1280 173 3 902 1078 841 775 26 1642 4023

% Car 100 100 100 100 100 98.2 96.9 98.1 97.2 100 98.9 98.6 98.6 95.4 100 97.1 97.8
Medium 0 0 0 0 0 15 5 20 5 0 10 15 12 24 0 36 71

% Medium 0 0 0 0 0 1.3 3.1 1.5 2.8 0 1.1 1.4 1.4 3.0 0 2.1 1.7
Heavy 0 0 0 0 0 5 0 5 0 0 0 0 0 13 0 13 18

% Heavy 0 0 0 0 0 0.4 0 0.4 0 0 0 0 0 1.6 0 0.8 0.4
UTurn 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

% UTurn 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
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File Name : SOBR06
Site Code : SOBR06
Start Date : 5/31/2017
Page No : 1

ID: SOBR06
LOC: DORSET ST / KENNEDY DR
TOWN: SOUTH BURLINGTON, VT
COUNTERS: HD EM

Groups Printed- Auto - Truck/Bus - Bike

From North From East From South From West

Start Time Left Thru Right Ped/Bike App. Total Left Thru Right Ped/Bike App. Total Left Thru Right Ped/Bike App. Total Left Thru Right Ped/Bike App. Total Int. Total

07:00 AM 20 11 13 0 44 31 62 17 2 112 0 0 0 0 0 0 0 0 0 0 156
07:15 AM 41 19 10 0 70 55 74 29 0 158 6 30 36 1 73 17 35 0 0 52 353
07:30 AM 47 22 10 0 79 51 67 25 0 143 4 48 60 0 112 17 48 1 0 66 400
07:45 AM 66 33 17 0 116 54 61 54 0 169 5 69 72 1 147 16 85 1 0 102 534

Total 174 85 50 0 309 191 264 125 2 582 15 147 168 2 332 50 168 2 0 220 1443

08:00 AM 80 63 12 0 155 54 47 53 0 154 2 81 64 2 149 36 80 1 0 117 575
08:15 AM 57 49 26 1 133 54 65 83 0 202 1 76 66 0 143 41 84 1 0 126 604
08:30 AM 66 58 32 0 156 56 79 46 0 181 2 90 29 0 121 55 98 5 0 158 616
08:45 AM 46 36 32 0 114 56 75 52 0 183 5 80 67 3 155 38 73 1 0 112 564

Total 249 206 102 1 558 220 266 234 0 720 10 327 226 5 568 170 335 8 0 513 2359

09:00 AM 0 0 0 0 0 0 0 0 0 0 11 45 62 0 118 26 77 4 0 107 225
*** BREAK ***

Total 0 0 0 0 0 0 0 0 0 0 11 45 62 0 118 26 77 4 0 107 225

*** BREAK ***

04:00 PM 66 66 32 0 164 52 97 68 0 217 0 0 0 0 0 0 0 0 0 0 381
04:15 PM 68 75 32 0 175 68 99 74 1 242 8 57 43 0 108 46 67 4 1 118 643
04:30 PM 76 71 41 0 188 77 107 78 0 262 2 54 52 0 108 36 64 2 0 102 660
04:45 PM 79 72 41 0 192 70 89 53 0 212 3 58 61 0 122 37 70 7 0 114 640

Total 289 284 146 0 719 267 392 273 1 933 13 169 156 0 338 119 201 13 1 334 2324

05:00 PM 72 64 37 0 173 97 105 81 0 283 4 66 63 1 134 37 82 10 0 129 719
05:15 PM 92 91 39 0 222 84 82 79 2 247 4 51 56 0 111 32 80 5 0 117 697
05:30 PM 51 71 25 0 147 70 88 58 1 217 7 60 54 0 121 38 90 8 0 136 621
05:45 PM 51 81 13 0 145 63 76 61 2 202 4 44 68 1 117 49 108 4 0 161 625

Total 266 307 114 0 687 314 351 279 5 949 19 221 241 2 483 156 360 27 0 543 2662

06:00 PM 0 0 0 0 0 0 0 0 0 0 3 62 43 2 110 45 61 4 0 110 220
Grand Total 978 882 412 1 2273 992 1273 911 8 3184 71 971 896 11 1949 566 1202 58 1 1827 9233

Apprch % 43 38.8 18.1 0  31.2 40 28.6 0.3  3.6 49.8 46 0.6  31 65.8 3.2 0.1   
Total % 10.6 9.6 4.5 0 24.6 10.7 13.8 9.9 0.1 34.5 0.8 10.5 9.7 0.1 21.1 6.1 13 0.6 0 19.8

Auto 962 868 401 1 2232 968 1218 887 8 3081 70 948 879 11 1908 549 1148 56 1 1754 8975
% Auto 98.4 98.4 97.3 100 98.2 97.6 95.7 97.4 100 96.8 98.6 97.6 98.1 100 97.9 97 95.5 96.6 100 96 97.2

Truck/Bus 16 13 11 0 40 23 55 24 0 102 1 19 16 0 36 17 54 2 0 73 251
% Truck/Bus 1.6 1.5 2.7 0 1.8 2.3 4.3 2.6 0 3.2 1.4 2 1.8 0 1.8 3 4.5 3.4 0 4 2.7

Bike 0 1 0 0 1 1 0 0 0 1 0 4 1 0 5 0 0 0 0 0 7
% Bike 0 0.1 0 0 0 0.1 0 0 0 0 0 0.4 0.1 0 0.3 0 0 0 0 0 0.1

Chittenden County Regional Planning Commission
110 West Canal Street, Ste 202

Winooski, VT 05404

RBryant
Text Box
Kennedy/Dorset Counts



File Name : SOBR06
Site Code : SOBR06
Start Date : 5/31/2017
Page No : 2

ID: SOBR06
LOC: DORSET ST / KENNEDY DR
TOWN: SOUTH BURLINGTON, VT
COUNTERS: HD EM
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Winooski, VT 05404



File Name : SOBR06
Site Code : SOBR06
Start Date : 5/31/2017
Page No : 3

ID: SOBR06
LOC: DORSET ST / KENNEDY DR
TOWN: SOUTH BURLINGTON, VT
COUNTERS: HD EM

Chittenden County Regional Planning Commission
110 West Canal Street, Ste 202

Winooski, VT 05404



File Name : SOBR06
Site Code : SOBR06
Start Date : 5/31/2017
Page No : 4

ID: SOBR06
LOC: DORSET ST / KENNEDY DR
TOWN: SOUTH BURLINGTON, VT
COUNTERS: HD EM

From North From East From South From West

Start Time Left Thru Right Ped/Bike App. Total Left Thru Right Ped/Bike App. Total Left Thru Right Ped/Bike App. Total Left Thru Right Ped/Bike App. Total Int. Total

Peak Hour Analysis From 07:00 AM to 11:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 08:00 AM

08:00 AM 80 63 12 0 155 54 47 53 0 154 2 81 64 2 149 36 80 1 0 117 575
08:15 AM 57 49 26 1 133 54 65 83 0 202 1 76 66 0 143 41 84 1 0 126 604
08:30 AM 66 58 32 0 156 56 79 46 0 181 2 90 29 0 121 55 98 5 0 158 616

08:45 AM 46 36 32 0 114 56 75 52 0 183 5 80 67 3 155 38 73 1 0 112 564
Total Volume 249 206 102 1 558 220 266 234 0 720 10 327 226 5 568 170 335 8 0 513 2359
% App. Total 44.6 36.9 18.3 0.2  30.6 36.9 32.5 0  1.8 57.6 39.8 0.9  33.1 65.3 1.6 0   

PHF .778 .817 .797 .250 .894 .982 .842 .705 .000 .891 .500 .908 .843 .417 .916 .773 .855 .400 .000 .812 .957

Chittenden County Regional Planning Commission
110 West Canal Street, Ste 202

Winooski, VT 05404



File Name : SOBR06
Site Code : SOBR06
Start Date : 5/31/2017
Page No : 5

ID: SOBR06
LOC: DORSET ST / KENNEDY DR
TOWN: SOUTH BURLINGTON, VT
COUNTERS: HD EM
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File Name : SOBR06
Site Code : SOBR06
Start Date : 5/31/2017
Page No : 6

ID: SOBR06
LOC: DORSET ST / KENNEDY DR
TOWN: SOUTH BURLINGTON, VT
COUNTERS: HD EM

From North From East From South From West

Start Time Left Thru Right Ped/Bike App. Total Left Thru Right Ped/Bike App. Total Left Thru Right Ped/Bike App. Total Left Thru Right Ped/Bike App. Total Int. Total

Peak Hour Analysis From 12:00 PM to 06:00 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:30 PM

04:30 PM 76 71 41 0 188 77 107 78 0 262 2 54 52 0 108 36 64 2 0 102 660
04:45 PM 79 72 41 0 192 70 89 53 0 212 3 58 61 0 122 37 70 7 0 114 640
05:00 PM 72 64 37 0 173 97 105 81 0 283 4 66 63 1 134 37 82 10 0 129 719

05:15 PM 92 91 39 0 222 84 82 79 2 247 4 51 56 0 111 32 80 5 0 117 697
Total Volume 319 298 158 0 775 328 383 291 2 1004 13 229 232 1 475 142 296 24 0 462 2716
% App. Total 41.2 38.5 20.4 0  32.7 38.1 29 0.2  2.7 48.2 48.8 0.2  30.7 64.1 5.2 0   

PHF .867 .819 .963 .000 .873 .845 .895 .898 .250 .887 .813 .867 .921 .250 .886 .959 .902 .600 .000 .895 .944

Chittenden County Regional Planning Commission
110 West Canal Street, Ste 202

Winooski, VT 05404



File Name : SOBR06
Site Code : SOBR06
Start Date : 5/31/2017
Page No : 7

ID: SOBR06
LOC: DORSET ST / KENNEDY DR
TOWN: SOUTH BURLINGTON, VT
COUNTERS: HD EM
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Queues Existing Conditions
8: Dorset St/Holiday Inn & US-2 AM Peak Hour

C:\Users\saswood\Desktop\VT Work\Exit 14\ex-am.syn Synchro 9 Report
Stantec Page 4

Lane Group EBL EBT EBR WBL WBT NBL NBT NBR SBT SBR Ø3
Lane Configurations
Traffic Volume (vph) 5 900 680 105 905 350 5 90 5 15
Future Volume (vph) 5 900 680 105 905 350 5 90 5 15
Lane Group Flow (vph) 6 1071 810 109 948 196 194 99 24 25
Turn Type Prot NA pt+ov Prot NA Split NA pt+ov NA Prot
Protected Phases 1 6 6 4 5 2 4 4 4 5 7 7 3
Permitted Phases
Detector Phase 1 6 6 4 5 2 4 4 4 5 7 7
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Minimum Split (s) 9.0 9.0 9.0 9.0 9.0 9.0 9.0 9.0 26.0
Total Split (s) 9.0 45.0 9.0 45.0 21.0 21.0 9.0 9.0 26.0
Total Split (%) 8.2% 40.9% 8.2% 40.9% 19.1% 19.1% 8.2% 8.2% 24%
Maximum Green (s) 5.0 41.0 5.0 41.0 17.0 17.0 5.0 5.0 22.0
Yellow Time (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
All-Red Time (s) 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lead/Lag Lead Lead Lag Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None C-Max None None None None None
Walk Time (s) 10.0
Flash Dont Walk (s) 12.0
Pedestrian Calls (#/hr) 5
Act Effct Green (s) 5.7 58.9 83.0 5.0 66.1 22.5 22.5 30.7 6.3 6.3
Actuated g/C Ratio 0.05 0.54 0.75 0.05 0.60 0.20 0.20 0.28 0.06 0.06
v/c Ratio 0.08 0.59 0.59 0.74 0.48 0.60 0.59 0.21 0.25 0.10
Control Delay 52.0 22.3 2.5 80.8 17.3 48.0 47.6 2.7 56.4 0.9
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 52.0 22.3 2.5 80.8 17.3 48.0 47.6 2.7 56.4 0.9
LOS D C A F B D D A E A
Approach Delay 13.9 23.8 38.7 28.1
Approach LOS B C D C
Queue Length 50th (ft) 4 276 0 40 192 127 125 0 16 0
Queue Length 95th (ft) 17 405 24 #85 389 #264 #261 17 30 0
Internal Link Dist (ft) 365 1208 532 182
Turn Bay Length (ft) 120 300 500 50
Base Capacity (vph) 78 1814 1367 147 1958 333 335 482 96 245
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.08 0.59 0.59 0.74 0.48 0.59 0.58 0.21 0.25 0.10

Intersection Summary
Cycle Length: 110
Actuated Cycle Length: 110
Offset: 98 (89%), Referenced to phase 2:WBT and 6:EBT, Start of Green
Natural Cycle: 90
Control Type: Actuated-Coordinated

RBryant
Text Box
US 2/Dorset Existing



Queues Existing Conditions
8: Dorset St/Holiday Inn & US-2 AM Peak Hour

C:\Users\saswood\Desktop\VT Work\Exit 14\ex-am.syn Synchro 9 Report
Stantec Page 5

Maximum v/c Ratio: 0.74
Intersection Signal Delay: 20.6 Intersection LOS: C
Intersection Capacity Utilization 60.4% ICU Level of Service B
Analysis Period (min) 15
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     8: Dorset St/Holiday Inn & US-2



HCM Signalized Intersection Capacity Analysis Existing Conditions
8: Dorset St/Holiday Inn & US-2 AM Peak Hour

C:\Users\saswood\Desktop\VT Work\Exit 14\ex-am.syn Synchro 9 Report
Stantec Page 6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 5 900 680 105 905 5 350 5 90 10 5 15
Future Volume (vph) 5 900 680 105 905 5 350 5 90 10 5 15
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width 11 11 12 11 11 12 11 11 11 12 11 10
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.97 0.95 0.95 0.95 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 1.00 1.00 1.00 0.85 1.00 0.85
Flt Protected 0.95 1.00 1.00 0.95 1.00 0.95 0.95 1.00 0.97 1.00
Satd. Flow (prot) 1531 3388 1553 3255 3260 1609 1617 1382 1682 1507
Flt Permitted 0.95 1.00 1.00 0.95 1.00 0.95 0.95 1.00 0.97 1.00
Satd. Flow (perm) 1531 3388 1553 3255 3260 1609 1617 1382 1682 1507
Peak-hour factor, PHF 0.84 0.84 0.84 0.96 0.96 0.96 0.91 0.91 0.91 0.61 0.61 0.61
Adj. Flow (vph) 6 1071 810 109 943 5 385 5 99 16 8 25
RTOR Reduction (vph) 0 0 270 0 0 0 0 0 71 0 0 24
Lane Group Flow (vph) 6 1071 540 109 948 0 196 194 28 0 24 1
Heavy Vehicles (%) 14% 3% 4% 4% 7% 0% 3% 0% 13% 0% 17% 0%
Turn Type Prot NA pt+ov Prot NA Split NA pt+ov Split NA Prot
Protected Phases 1 6 6 4 5 2 4 4 4 5 7 7 7
Permitted Phases
Actuated Green, G (s) 1.0 50.9 73.4 8.2 58.1 22.5 22.5 30.7 4.0 4.0
Effective Green, g (s) 1.0 50.9 73.4 8.2 58.1 22.5 22.5 30.7 4.0 4.0
Actuated g/C Ratio 0.01 0.46 0.67 0.07 0.53 0.20 0.20 0.28 0.04 0.04
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 13 1567 1036 242 1721 329 330 385 61 54
v/s Ratio Prot 0.00 c0.32 0.35 0.03 c0.29 c0.12 0.12 0.02 c0.01 0.00
v/s Ratio Perm
v/c Ratio 0.46 0.68 0.52 0.45 0.55 0.60 0.59 0.07 0.39 0.02
Uniform Delay, d1 54.2 23.2 9.3 48.7 17.3 39.6 39.6 29.2 51.8 51.1
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 23.8 2.4 0.5 1.3 1.3 2.9 2.7 0.1 4.1 0.1
Delay (s) 78.0 25.7 9.8 50.1 18.5 42.5 42.2 29.2 56.0 51.2
Level of Service E C A D B D D C E D
Approach Delay (s) 19.0 21.8 39.7 53.5
Approach LOS B C D D

Intersection Summary
HCM 2000 Control Delay 23.3 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.62
Actuated Cycle Length (s) 110.0 Sum of lost time (s) 20.0
Intersection Capacity Utilization 60.4% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group



Queues Existing Conditions
8: Dorset St/Holiday Inn & US-2 PM Peak Hour

C:\Users\saswood\Desktop\VT Work\Exit 14\ex-pm.syn Synchro 9 Report
Stantec Page 4

Lane Group EBL EBT EBR WBL WBT NBL NBT NBR SBT SBR Ø3
Lane Configurations
Traffic Volume (vph) 25 810 855 160 1140 910 5 175 5 15
Future Volume (vph) 25 810 855 160 1140 910 5 175 5 15
Lane Group Flow (vph) 27 880 929 172 1231 464 470 179 12 18
Turn Type Prot NA pt+ov Prot NA Split NA pt+ov NA Prot
Protected Phases 1 6 6 4 5 2 4 4 4 5 7 7 3
Permitted Phases
Detector Phase 1 6 6 4 5 2 4 4 4 5 7 7
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Minimum Split (s) 9.0 9.0 9.0 9.0 9.0 9.0 9.0 9.0 26.0
Total Split (s) 9.0 49.0 13.0 53.0 43.0 43.0 9.0 9.0 26.0
Total Split (%) 6.4% 35.0% 9.3% 37.9% 30.7% 30.7% 6.4% 6.4% 19%
Maximum Green (s) 5.0 45.0 9.0 49.0 39.0 39.0 5.0 5.0 22.0
Yellow Time (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
All-Red Time (s) 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lead/Lag Lag Lead Lag Lead Lag Lag Lead
Lead-Lag Optimize? Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None C-Max None None None None None
Walk Time (s) 10.0
Flash Dont Walk (s) 12.0
Pedestrian Calls (#/hr) 10
Act Effct Green (s) 5.0 50.2 104.8 9.0 57.8 53.0 53.0 64.4 5.2 5.2
Actuated g/C Ratio 0.04 0.36 0.75 0.06 0.41 0.38 0.38 0.46 0.04 0.04
v/c Ratio 0.44 0.74 0.65 0.82 0.87 0.75 0.75 0.23 0.18 0.12
Control Delay 87.5 44.9 3.1 92.6 47.1 47.9 48.3 4.0 71.9 1.6
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 87.5 44.9 3.1 92.6 47.1 47.9 48.3 4.0 71.9 1.6
LOS F D A F D D D A E A
Approach Delay 24.4 52.7 41.0 29.7
Approach LOS C D D C
Queue Length 50th (ft) 25 389 3 81 ~629 326 331 6 11 0
Queue Length 95th (ft) #59 474 50 #143 #769 #698 #709 41 31 0
Internal Link Dist (ft) 365 1208 532 182
Turn Bay Length (ft) 120 300 500 50
Base Capacity (vph) 62 1192 1421 211 1411 621 623 785 66 153
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.44 0.74 0.65 0.82 0.87 0.75 0.75 0.23 0.18 0.12

Intersection Summary
Cycle Length: 140
Actuated Cycle Length: 140
Offset: 0 (0%), Referenced to phase 2:WBT and 6:EBT, Start of Green
Natural Cycle: 140
Control Type: Actuated-Coordinated
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Maximum v/c Ratio: 0.87
Intersection Signal Delay: 37.7 Intersection LOS: D
Intersection Capacity Utilization 77.8% ICU Level of Service D
Analysis Period (min) 15
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     8: Dorset St/Holiday Inn & US-2
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 25 810 855 160 1140 5 910 5 175 5 5 15
Future Volume (vph) 25 810 855 160 1140 5 910 5 175 5 5 15
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width 11 11 12 11 11 12 11 11 11 12 11 10
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.97 0.95 0.95 0.95 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 1.00 1.00 1.00 0.85 1.00 0.85
Flt Protected 0.95 1.00 1.00 0.95 1.00 0.95 0.95 1.00 0.98 1.00
Satd. Flow (prot) 1745 3323 1599 3286 3419 1641 1646 1516 1792 1507
Flt Permitted 0.95 1.00 1.00 0.95 1.00 0.95 0.95 1.00 0.98 1.00
Satd. Flow (perm) 1745 3323 1599 3286 3419 1641 1646 1516 1792 1507
Peak-hour factor, PHF 0.92 0.92 0.92 0.93 0.93 0.93 0.98 0.98 0.98 0.82 0.82 0.82
Adj. Flow (vph) 27 880 929 172 1226 5 929 5 179 6 6 18
RTOR Reduction (vph) 0 0 270 0 0 0 0 0 89 0 0 18
Lane Group Flow (vph) 27 880 659 172 1231 0 464 470 90 0 12 0
Heavy Vehicles (%) 0% 5% 1% 3% 2% 0% 1% 0% 3% 0% 0% 0%
Turn Type Prot NA pt+ov Prot NA Split NA pt+ov Split NA Prot
Protected Phases 1 6 6 4 5 2 4 4 4 5 7 7 7
Permitted Phases
Actuated Green, G (s) 3.0 44.6 97.6 10.6 52.2 53.0 53.0 63.6 3.0 3.0
Effective Green, g (s) 3.0 44.6 97.6 10.6 52.2 53.0 53.0 63.6 3.0 3.0
Actuated g/C Ratio 0.02 0.32 0.70 0.08 0.37 0.38 0.38 0.45 0.02 0.02
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 37 1058 1114 248 1274 621 623 688 38 32
v/s Ratio Prot 0.02 0.26 0.41 c0.05 c0.36 0.28 c0.29 0.06 c0.01 0.00
v/s Ratio Perm
v/c Ratio 0.73 0.83 0.59 0.69 0.97 0.75 0.75 0.13 0.32 0.01
Uniform Delay, d1 68.1 44.2 10.9 63.1 43.0 37.7 37.8 22.2 67.5 67.0
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 52.2 7.6 0.8 8.1 18.3 4.9 5.2 0.1 4.7 0.2
Delay (s) 120.3 51.9 11.8 71.2 61.4 42.6 43.0 22.2 72.2 67.2
Level of Service F D B E E D D C E E
Approach Delay (s) 32.6 62.6 39.5 69.2
Approach LOS C E D E

Intersection Summary
HCM 2000 Control Delay 44.2 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.79
Actuated Cycle Length (s) 140.0 Sum of lost time (s) 20.0
Intersection Capacity Utilization 77.8% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 5 900 680 105 605 305 350 5 90 10 5 15
Future Volume (vph) 5 900 680 105 605 305 350 5 90 10 5 15
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width 11 11 12 11 11 12 11 11 11 12 11 10
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 0.95 0.95 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.85
Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 0.95 1.00 0.97 1.00
Satd. Flow (prot) 1531 3388 1553 1678 3261 1615 1609 1617 1382 1682 1507
Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 0.95 1.00 0.97 1.00
Satd. Flow (perm) 1531 3388 1553 1678 3261 1615 1609 1617 1382 1682 1507
Peak-hour factor, PHF 0.84 0.84 0.84 0.96 0.96 0.96 0.91 0.91 0.91 0.61 0.61 0.61
Adj. Flow (vph) 6 1071 810 109 630 318 385 5 99 16 8 25
RTOR Reduction (vph) 0 0 337 0 0 183 0 0 64 0 0 24
Lane Group Flow (vph) 6 1071 473 109 630 135 196 194 35 0 24 1
Heavy Vehicles (%) 14% 3% 4% 4% 7% 0% 3% 0% 13% 0% 17% 0%
Turn Type Prot NA pt+ov Prot NA Perm Split NA pt+ov Split NA Prot
Protected Phases 1 6 6 4 5 2 4 4 4 5 7 7 7
Permitted Phases 2
Actuated Green, G (s) 1.0 30.1 52.6 9.2 38.3 38.3 22.5 22.5 31.7 3.8 3.8
Effective Green, g (s) 1.0 30.1 52.6 9.2 38.3 38.3 22.5 22.5 31.7 3.8 3.8
Actuated g/C Ratio 0.01 0.33 0.58 0.10 0.43 0.43 0.25 0.25 0.35 0.04 0.04
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 17 1133 907 171 1387 687 402 404 486 71 63
v/s Ratio Prot 0.00 c0.32 c0.30 c0.06 0.19 0.12 0.12 0.03 c0.01 0.00
v/s Ratio Perm 0.08
v/c Ratio 0.35 0.95 0.52 0.64 0.45 0.20 0.49 0.48 0.07 0.34 0.02
Uniform Delay, d1 44.2 29.1 11.2 38.8 18.4 16.2 28.8 28.8 19.4 41.9 41.3
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 12.2 16.5 0.5 7.6 1.1 0.6 0.9 0.9 0.1 2.8 0.1
Delay (s) 56.4 45.6 11.7 46.4 19.5 16.8 29.8 29.7 19.4 44.7 41.4
Level of Service E D B D B B C C B D D
Approach Delay (s) 31.1 21.5 27.6 43.0
Approach LOS C C C D

Intersection Summary
HCM 2000 Control Delay 27.9 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.68
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 20.0
Intersection Capacity Utilization 62.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group

RBryant
Text Box
US 2/Dorset Modified
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 25 810 855 160 765 380 910 5 175 5 5 15
Future Volume (vph) 25 810 855 160 765 380 910 5 175 5 5 15
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width 11 11 12 11 11 12 11 11 11 12 11 10
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 0.95 0.95 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.85
Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 0.95 1.00 0.98 1.00
Satd. Flow (prot) 1745 3323 1599 1694 3421 1615 1641 1646 1516 1792 1507
Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 0.95 1.00 0.98 1.00
Satd. Flow (perm) 1745 3323 1599 1694 3421 1615 1641 1646 1516 1792 1507
Peak-hour factor, PHF 0.92 0.92 0.92 0.93 0.93 0.93 0.98 0.98 0.98 0.82 0.82 0.82
Adj. Flow (vph) 27 880 929 172 823 409 929 5 179 6 6 18
RTOR Reduction (vph) 0 0 265 0 0 267 0 0 91 0 0 18
Lane Group Flow (vph) 27 880 664 172 823 142 464 470 88 0 12 0
Heavy Vehicles (%) 0% 5% 1% 3% 2% 0% 1% 0% 3% 0% 0% 0%
Turn Type Prot NA pt+ov Prot NA Perm Split NA pt+ov Split NA Prot
Protected Phases 1 6 6 4 5 2 4 4 4 5 7 7 7
Permitted Phases 2
Actuated Green, G (s) 3.0 34.4 84.6 13.6 45.0 45.0 50.2 50.2 63.8 3.0 3.0
Effective Green, g (s) 3.0 34.4 84.6 13.6 45.0 45.0 50.2 50.2 63.8 3.0 3.0
Actuated g/C Ratio 0.02 0.26 0.65 0.10 0.35 0.35 0.39 0.39 0.49 0.02 0.02
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 40 879 1040 177 1184 559 633 635 744 41 34
v/s Ratio Prot 0.02 c0.26 0.42 c0.10 0.24 0.28 c0.29 0.06 c0.01 0.00
v/s Ratio Perm 0.09
v/c Ratio 0.68 1.00 0.64 0.97 0.70 0.25 0.73 0.74 0.12 0.29 0.01
Uniform Delay, d1 63.0 47.8 13.6 58.0 36.6 30.5 34.2 34.3 17.9 62.5 62.1
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 36.7 30.6 1.3 59.0 3.4 1.1 4.4 4.6 0.1 3.9 0.1
Delay (s) 99.8 78.4 14.9 117.0 40.0 31.5 38.5 38.9 18.0 66.4 62.2
Level of Service F E B F D C D D B E E
Approach Delay (s) 46.6 47.0 35.4 63.9
Approach LOS D D D E

Intersection Summary
HCM 2000 Control Delay 44.0 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.78
Actuated Cycle Length (s) 130.0 Sum of lost time (s) 20.0
Intersection Capacity Utilization 76.0% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 170 335 220 266 234 327 226 249 206 102
Future Volume (vph) 170 335 220 266 234 327 226 249 206 102
Lane Group Flow (vph) 210 424 247 299 263 366 246 280 231 115
Turn Type Split NA Split NA pt+ov NA pt+ov Split NA pt+ov
Protected Phases 4 4 2 2 2 3 1 1 2 3 3 3 4
Permitted Phases
Detector Phase 4 4 2 2 2 3 1 1 2 3 3 3 4
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 14.0 14.0 14.0 14.0 14.0 14.0 14.0
Total Split (s) 17.0 17.0 25.0 25.0 26.0 22.0 22.0
Total Split (%) 18.9% 18.9% 27.8% 27.8% 28.9% 24.4% 24.4%
Maximum Green (s) 11.0 11.0 19.0 19.0 20.0 16.0 16.0
Yellow Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Lead/Lag Lag Lag Lag Lag Lead Lead Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 3.0 3.0 2.0 2.0 2.0
Recall Mode None None None None None None None
Act Effct Green (s) 11.0 11.0 17.9 17.9 39.3 19.2 43.1 15.4 15.4 32.5
Actuated g/C Ratio 0.13 0.13 0.20 0.20 0.45 0.22 0.49 0.18 0.18 0.37
v/c Ratio 0.50 0.98 0.68 0.82 0.35 0.92 0.29 0.90 0.71 0.18
Control Delay 40.9 79.5 43.2 52.7 9.4 64.1 8.1 69.1 47.6 4.7
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 40.9 79.5 43.2 52.7 9.4 64.1 8.1 69.1 47.6 4.7
LOS D E D D A E A E D A
Approach Delay 66.7 35.7 41.6 49.3
Approach LOS E D D D
Queue Length 50th (ft) 58 ~130 130 162 45 204 41 157 125 0
Queue Length 95th (ft) 83 #194 208 #283 96 #366 85 #295 #216 33
Internal Link Dist (ft) 319 494 593 4625
Turn Bay Length (ft) 175 200 250 200 375
Base Capacity (vph) 424 432 385 390 766 418 846 324 341 636
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.50 0.98 0.64 0.77 0.34 0.88 0.29 0.86 0.68 0.18

Intersection Summary
Cycle Length: 90
Actuated Cycle Length: 87.6
Natural Cycle: 90
Control Type: Actuated-Uncoordinated
Maximum v/c Ratio: 0.98
Intersection Signal Delay: 47.6 Intersection LOS: D
Intersection Capacity Utilization 73.3% ICU Level of Service D
Analysis Period (min) 15

RBryant
Text Box
Dorset/Kennedy Existing
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~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     5: Dorset St & Kennedy Dr
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 170 335 8 220 266 234 10 327 226 249 206 102
Future Volume (vph) 170 335 8 220 266 234 10 327 226 249 206 102
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Lane Util. Factor 0.97 0.95 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 1.00 0.85 1.00 0.85 1.00 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3367 3420 1770 1792 1538 1826 1583 1770 1863 1553
Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3367 3420 1770 1792 1538 1826 1583 1770 1863 1553
Peak-hour factor, PHF 0.81 0.81 0.81 0.89 0.89 0.89 0.92 0.92 0.92 0.89 0.89 0.89
Adj. Flow (vph) 210 414 10 247 299 263 11 355 246 280 231 115
RTOR Reduction (vph) 0 2 0 0 0 69 0 0 55 0 0 72
Lane Group Flow (vph) 210 422 0 247 299 194 0 366 191 280 231 43
Confl. Bikes (#/hr) 1
Heavy Vehicles (%) 4% 5% 13% 2% 6% 5% 0% 4% 2% 2% 2% 4%
Turn Type Split NA Split NA pt+ov Split NA pt+ov Split NA pt+ov
Protected Phases 4 4 2 2 2 3 1 1 1 2 3 3 3 4
Permitted Phases
Actuated Green, G (s) 11.0 11.0 17.9 17.9 39.3 19.1 43.0 15.4 15.4 32.4
Effective Green, g (s) 11.0 11.0 17.9 17.9 39.3 19.1 43.0 15.4 15.4 32.4
Actuated g/C Ratio 0.13 0.13 0.20 0.20 0.45 0.22 0.49 0.18 0.18 0.37
Clearance Time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Vehicle Extension (s) 2.0 2.0 3.0 3.0 2.0 2.0 2.0
Lane Grp Cap (vph) 423 430 362 367 691 399 778 311 328 575
v/s Ratio Prot 0.06 c0.12 0.14 c0.17 0.13 c0.20 0.12 c0.16 0.12 0.03
v/s Ratio Perm
v/c Ratio 0.50 0.98 0.68 0.81 0.28 0.92 0.25 0.90 0.70 0.07
Uniform Delay, d1 35.6 38.1 32.1 33.2 15.2 33.4 12.8 35.2 33.9 17.8
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 0.3 38.4 5.2 13.0 0.2 25.1 0.1 26.8 5.5 0.0
Delay (s) 36.0 76.5 37.4 46.2 15.4 58.4 12.9 62.1 39.4 17.8
Level of Service D E D D B E B E D B
Approach Delay (s) 63.0 33.5 40.1 45.6
Approach LOS E C D D

Intersection Summary
HCM 2000 Control Delay 44.8 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.89
Actuated Cycle Length (s) 87.4 Sum of lost time (s) 24.0
Intersection Capacity Utilization 73.3% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 142 296 328 383 291 229 232 319 298 158
Future Volume (vph) 142 296 328 383 291 229 232 319 298 158
Lane Group Flow (vph) 158 356 369 430 327 272 261 367 343 182
Turn Type Split NA Split NA pt+ov NA pt+ov Split NA pt+ov
Protected Phases 4 4 2 2 2 3 1 1 2 3 3 3 4
Permitted Phases
Detector Phase 4 4 2 2 2 3 1 1 2 3 3 3 4
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 14.0 14.0 14.0 14.0 14.0 14.0 14.0
Total Split (s) 15.0 15.0 30.0 30.0 20.0 25.0 25.0
Total Split (%) 16.7% 16.7% 33.3% 33.3% 22.2% 27.8% 27.8%
Maximum Green (s) 9.0 9.0 24.0 24.0 14.0 19.0 19.0
Yellow Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Lead/Lag Lag Lag Lag Lag Lead Lead Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 3.0 3.0 2.0 2.0 2.0
Recall Mode None None None None None None None
Act Effct Green (s) 9.0 9.0 23.5 23.5 48.5 13.9 43.4 19.0 19.0 34.0
Actuated g/C Ratio 0.10 0.10 0.26 0.26 0.54 0.16 0.49 0.21 0.21 0.38
v/c Ratio 0.47 1.02 0.78 0.88 0.35 0.93 0.32 0.98 0.85 0.25
Control Delay 43.1 94.2 43.5 52.7 8.0 75.7 9.0 78.5 55.1 4.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 43.1 94.2 43.5 52.7 8.0 75.7 9.0 78.5 55.1 4.0
LOS D F D D A E A E E A
Approach Delay 78.5 36.7 43.0 54.3
Approach LOS E D D D
Queue Length 50th (ft) 44 ~109 193 233 56 154 47 209 189 0
Queue Length 95th (ft) 75 #203 #317 #390 105 #296 94 #365 #317 36
Internal Link Dist (ft) 319 494 593 4625
Turn Bay Length (ft) 175 200 250 200 375
Base Capacity (vph) 338 349 484 499 913 296 813 375 403 726
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.47 1.02 0.76 0.86 0.36 0.92 0.32 0.98 0.85 0.25

Intersection Summary
Cycle Length: 90
Actuated Cycle Length: 89.4
Natural Cycle: 90
Control Type: Actuated-Uncoordinated
Maximum v/c Ratio: 1.02
Intersection Signal Delay: 49.9 Intersection LOS: D
Intersection Capacity Utilization 77.6% ICU Level of Service D
Analysis Period (min) 15
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~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     5: Dorset St & Kennedy Dr
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 142 296 24 328 383 291 13 229 232 319 298 158
Future Volume (vph) 142 296 24 328 383 291 13 229 232 319 298 158
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Lane Util. Factor 0.97 0.95 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.99 1.00 1.00 0.85 1.00 0.85 1.00 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3367 3401 1805 1863 1599 1895 1583 1770 1900 1615
Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3367 3401 1805 1863 1599 1895 1583 1770 1900 1615
Peak-hour factor, PHF 0.90 0.90 0.90 0.89 0.89 0.89 0.89 0.89 0.89 0.87 0.87 0.87
Adj. Flow (vph) 158 329 27 369 430 327 15 257 261 367 343 182
RTOR Reduction (vph) 0 7 0 0 0 58 0 0 56 0 0 113
Lane Group Flow (vph) 158 349 0 369 430 269 0 272 205 367 343 69
Confl. Bikes (#/hr) 1
Heavy Vehicles (%) 4% 5% 4% 0% 2% 1% 0% 0% 2% 2% 0% 0%
Turn Type Split NA Split NA pt+ov Split NA pt+ov Split NA pt+ov
Protected Phases 4 4 2 2 2 3 1 1 1 2 3 3 3 4
Permitted Phases
Actuated Green, G (s) 9.0 9.0 23.5 23.5 48.5 13.9 43.4 19.0 19.0 34.0
Effective Green, g (s) 9.0 9.0 23.5 23.5 48.5 13.9 43.4 19.0 19.0 34.0
Actuated g/C Ratio 0.10 0.10 0.26 0.26 0.54 0.16 0.49 0.21 0.21 0.38
Clearance Time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Vehicle Extension (s) 2.0 2.0 3.0 3.0 2.0 2.0 2.0
Lane Grp Cap (vph) 338 342 474 489 867 294 768 376 403 614
v/s Ratio Prot 0.05 c0.10 0.20 c0.23 0.17 c0.14 0.13 c0.21 0.18 0.04
v/s Ratio Perm
v/c Ratio 0.47 1.02 0.78 0.88 0.31 0.93 0.27 0.98 0.85 0.11
Uniform Delay, d1 37.9 40.2 30.5 31.6 11.2 37.2 13.6 35.0 33.8 17.9
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 0.4 53.8 7.9 16.3 0.2 32.8 0.1 39.5 15.2 0.0
Delay (s) 38.3 94.0 38.4 47.9 11.5 70.1 13.7 74.5 49.0 18.0
Level of Service D F D D B E B E D B
Approach Delay (s) 76.9 34.2 42.4 53.2
Approach LOS E C D D

Intersection Summary
HCM 2000 Control Delay 48.3 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.94
Actuated Cycle Length (s) 89.4 Sum of lost time (s) 24.0
Intersection Capacity Utilization 77.6% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis Modified Conditions
5: Dorset St & Kennedy Dr AM Peak Hour

C:\Users\saswood\Desktop\VT Work\Exit 14\modified-am.syn Synchro 9 Report
Stantec Page 1

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 170 335 8 220 266 234 10 327 226 249 206 102
Future Volume (vph) 170 335 8 220 266 234 10 327 226 249 206 102
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Lane Util. Factor 0.97 0.95 1.00 1.00 1.00 0.95 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 1.00 0.85 0.94 1.00 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3367 3420 1770 1792 1538 3269 1770 1863 1553
Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3367 3420 1770 1792 1538 3269 1770 1863 1553
Peak-hour factor, PHF 0.81 0.81 0.81 0.89 0.89 0.89 0.92 0.92 0.92 0.89 0.89 0.89
Adj. Flow (vph) 210 414 10 247 299 263 11 355 246 280 231 115
RTOR Reduction (vph) 0 2 0 0 0 64 0 144 0 0 0 71
Lane Group Flow (vph) 210 422 0 247 299 199 0 468 0 280 231 44
Confl. Bikes (#/hr) 1
Heavy Vehicles (%) 4% 5% 13% 2% 6% 5% 0% 4% 2% 2% 2% 4%
Turn Type Split NA Split NA pt+ov Split NA Split NA pt+ov
Protected Phases 4 4 2 2 2 3 1 1 3 3 3 4
Permitted Phases
Actuated Green, G (s) 10.0 10.0 17.5 17.5 37.2 12.0 13.7 13.7 29.7
Effective Green, g (s) 10.0 10.0 17.5 17.5 37.2 12.0 13.7 13.7 29.7
Actuated g/C Ratio 0.13 0.13 0.23 0.23 0.48 0.16 0.18 0.18 0.38
Clearance Time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Vehicle Extension (s) 2.0 2.0 3.0 3.0 2.0 2.0 2.0
Lane Grp Cap (vph) 436 443 401 406 741 508 314 330 597
v/s Ratio Prot 0.06 c0.12 0.14 c0.17 0.13 c0.14 c0.16 0.12 0.03
v/s Ratio Perm
v/c Ratio 0.48 0.95 0.62 0.74 0.27 0.92 0.89 0.70 0.07
Uniform Delay, d1 31.2 33.4 26.8 27.7 11.9 32.1 31.0 29.8 15.0
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 0.3 30.7 2.8 6.8 0.2 21.8 25.0 5.2 0.0
Delay (s) 31.5 64.0 29.6 34.5 12.1 53.9 56.0 35.0 15.1
Level of Service C E C C B D E C B
Approach Delay (s) 53.3 25.7 53.9 40.7
Approach LOS D C D D

Intersection Summary
HCM 2000 Control Delay 42.2 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.86
Actuated Cycle Length (s) 77.2 Sum of lost time (s) 24.0
Intersection Capacity Utilization 72.1% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group

RBryant
Text Box
Dorset/Kennedy Modified



HCM Signalized Intersection Capacity Analysis Modified Conditions
5: Dorset St & Kennedy Dr PM Peak Hour

C:\Users\saswood\Desktop\VT Work\Exit 14\modified-pm.syn Synchro 9 Report
Stantec Page 1

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 142 296 24 328 383 291 13 229 232 319 298 158
Future Volume (vph) 142 296 24 328 383 291 13 229 232 319 298 158
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Lane Util. Factor 0.97 0.95 1.00 1.00 1.00 0.95 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.99 1.00 1.00 0.85 0.93 1.00 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3367 3401 1805 1863 1599 3285 1770 1900 1615
Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3367 3401 1805 1863 1599 3285 1770 1900 1615
Peak-hour factor, PHF 0.90 0.90 0.90 0.89 0.89 0.89 0.89 0.89 0.89 0.87 0.87 0.87
Adj. Flow (vph) 158 329 27 369 430 327 15 257 261 367 343 182
RTOR Reduction (vph) 0 8 0 0 0 59 0 232 0 0 0 109
Lane Group Flow (vph) 158 348 0 369 430 268 0 301 0 367 343 73
Confl. Bikes (#/hr) 1
Heavy Vehicles (%) 4% 5% 4% 0% 2% 1% 0% 0% 2% 2% 0% 0%
Turn Type Split NA Split NA pt+ov Split NA Split NA pt+ov
Protected Phases 4 4 2 2 2 3 1 1 3 3 3 4
Permitted Phases
Actuated Green, G (s) 8.0 8.0 18.9 18.9 40.9 8.0 16.0 16.0 30.0
Effective Green, g (s) 8.0 8.0 18.9 18.9 40.9 8.0 16.0 16.0 30.0
Actuated g/C Ratio 0.11 0.11 0.25 0.25 0.55 0.11 0.21 0.21 0.40
Clearance Time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Vehicle Extension (s) 2.0 2.0 3.0 3.0 2.0 2.0 2.0
Lane Grp Cap (vph) 359 363 455 470 873 350 378 405 646
v/s Ratio Prot 0.05 c0.10 0.20 c0.23 0.17 c0.09 c0.21 0.18 0.05
v/s Ratio Perm
v/c Ratio 0.44 0.96 0.81 0.91 0.31 0.86 0.97 0.85 0.11
Uniform Delay, d1 31.4 33.3 26.3 27.2 9.3 32.9 29.2 28.3 14.1
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 0.3 35.8 10.5 22.3 0.2 17.9 38.3 14.5 0.0
Delay (s) 31.7 69.1 36.8 49.5 9.5 50.8 67.5 42.7 14.1
Level of Service C E D D A D E D B
Approach Delay (s) 57.6 33.7 50.8 47.1
Approach LOS E C D D

Intersection Summary
HCM 2000 Control Delay 44.6 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.93
Actuated Cycle Length (s) 74.9 Sum of lost time (s) 24.0
Intersection Capacity Utilization 79.0% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group



Queues Modified Conditions - Additional Changes
5: Dorset St & Kennedy Dr AM Peak Hour

C:\Users\saswood\Desktop\VT Work\Exit 14\modified-additional-am.syn Synchro 9 Report
Stantec Page 1

Lane Group EBL EBT WBL WBT NBT SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 170 335 220 266 327 249 206 102
Future Volume (vph) 170 335 220 266 327 249 206 102
Lane Group Flow (vph) 210 424 247 562 612 280 231 115
Turn Type pm+pt NA pm+pt NA NA Split NA pt+ov
Protected Phases 1 6 5 2 4 3 3 3 1
Permitted Phases 6 2
Detector Phase 1 6 5 2 4 3 3 3 1
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 14.0 14.0 14.0 14.0 14.0 14.0 14.0
Total Split (s) 14.0 18.0 14.0 18.0 15.0 18.0 18.0
Total Split (%) 21.5% 27.7% 21.5% 27.7% 23.1% 27.7% 27.7%
Maximum Green (s) 8.0 12.0 8.0 12.0 9.0 12.0 12.0
Yellow Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag Lead Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 3.0 3.0 2.0 2.0 2.0
Recall Mode None None None None None None None
Act Effct Green (s) 19.0 10.9 19.0 10.9 9.0 11.6 11.6 19.6
Actuated g/C Ratio 0.30 0.17 0.30 0.17 0.14 0.18 0.18 0.31
v/c Ratio 0.63 0.72 0.68 0.73 0.95 0.87 0.68 0.20
Control Delay 23.8 32.3 25.9 19.4 47.0 54.7 36.6 1.8
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 23.8 32.3 25.9 19.4 47.0 54.7 36.6 1.8
LOS C C C B D D D A
Approach Delay 29.5 21.4 47.0 38.3
Approach LOS C C D D
Queue Length 50th (ft) 55 82 66 56 85 109 86 0
Queue Length 95th (ft) 88 111 #126 104 #186 #228 #169 9
Internal Link Dist (ft) 319 494 593 4625
Turn Bay Length (ft) 200 200 375
Base Capacity (vph) 334 648 363 814 641 334 351 592
Starvation Cap Reductn 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.63 0.65 0.68 0.69 0.95 0.84 0.66 0.19

Intersection Summary
Cycle Length: 65
Actuated Cycle Length: 63.6
Natural Cycle: 65
Control Type: Actuated-Uncoordinated
Maximum v/c Ratio: 0.95
Intersection Signal Delay: 33.1 Intersection LOS: C
Intersection Capacity Utilization 74.7% ICU Level of Service D
Analysis Period (min) 15

RBryant
Text Box
Dorset/Kennedy Modified Plus



Queues Modified Conditions - Additional Changes
5: Dorset St & Kennedy Dr AM Peak Hour

C:\Users\saswood\Desktop\VT Work\Exit 14\modified-additional-am.syn Synchro 9 Report
Stantec Page 2

#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     5: Dorset St & Kennedy Dr



HCM Signalized Intersection Capacity Analysis Modified Conditions - Additional Changes
5: Dorset St & Kennedy Dr AM Peak Hour
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 170 335 8 220 266 234 10 327 226 249 206 102
Future Volume (vph) 170 335 8 220 266 234 10 327 226 249 206 102
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Lane Util. Factor 1.00 0.95 1.00 0.95 0.95 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 0.93 0.94 1.00 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1736 3420 1770 3181 3269 1770 1863 1553
Flt Permitted 0.37 1.00 0.44 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 670 3420 815 3181 3269 1770 1863 1553
Peak-hour factor, PHF 0.81 0.81 0.81 0.89 0.89 0.89 0.92 0.92 0.92 0.89 0.89 0.89
Adj. Flow (vph) 210 414 10 247 299 263 11 355 246 280 231 115
RTOR Reduction (vph) 0 2 0 0 218 0 0 179 0 0 0 80
Lane Group Flow (vph) 210 422 0 247 344 0 0 433 0 280 231 35
Confl. Bikes (#/hr) 1
Heavy Vehicles (%) 4% 5% 13% 2% 6% 5% 0% 4% 2% 2% 2% 4%
Turn Type pm+pt NA pm+pt NA Split NA Split NA pt+ov
Protected Phases 1 6 5 2 4 4 3 3 3 1
Permitted Phases 6 2
Actuated Green, G (s) 18.9 10.9 18.9 10.9 9.0 11.6 11.6 19.6
Effective Green, g (s) 18.9 10.9 18.9 10.9 9.0 11.6 11.6 19.6
Actuated g/C Ratio 0.30 0.17 0.30 0.17 0.14 0.18 0.18 0.31
Clearance Time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Vehicle Extension (s) 2.0 2.0 3.0 3.0 2.0 2.0 2.0
Lane Grp Cap (vph) 333 587 362 546 463 323 340 479
v/s Ratio Prot 0.08 c0.12 c0.09 0.11 c0.13 c0.16 0.12 0.02
v/s Ratio Perm 0.11 0.12
v/c Ratio 0.63 0.72 0.68 0.63 0.94 0.87 0.68 0.07
Uniform Delay, d1 18.0 24.8 18.2 24.4 27.0 25.2 24.2 15.5
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 2.8 3.5 5.2 2.4 26.1 20.3 4.2 0.0
Delay (s) 20.9 28.3 23.5 26.8 53.1 45.5 28.4 15.6
Level of Service C C C C D D C B
Approach Delay (s) 25.9 25.8 53.1 33.7
Approach LOS C C D C

Intersection Summary
HCM 2000 Control Delay 33.9 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.80
Actuated Cycle Length (s) 63.5 Sum of lost time (s) 24.0
Intersection Capacity Utilization 74.7% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group



Queues Modified Conditions - Additional Changes
5: Dorset St & Kennedy Dr PM Peak Hour
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Lane Group EBL EBT WBL WBT NBT SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 142 296 328 383 229 319 298 158
Future Volume (vph) 142 296 328 383 229 319 298 158
Lane Group Flow (vph) 158 356 369 757 533 367 343 182
Turn Type pm+pt NA pm+pt NA NA Split NA pt+ov
Protected Phases 1 6 5 2 4 3 3 3 1
Permitted Phases 6 2
Detector Phase 1 6 5 2 4 3 3 3 1
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 14.0 14.0 14.0 14.0 14.0 14.0 14.0
Total Split (s) 14.0 18.0 19.0 23.0 14.0 24.0 24.0
Total Split (%) 18.7% 24.0% 25.3% 30.7% 18.7% 32.0% 32.0%
Maximum Green (s) 8.0 12.0 13.0 17.0 8.0 18.0 18.0
Yellow Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag Lead Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 2.0 2.0 3.0 3.0 2.0 2.0 2.0
Recall Mode None None None None None None None
Act Effct Green (s) 19.4 11.4 28.7 16.1 8.0 17.0 17.0 25.1
Actuated g/C Ratio 0.27 0.16 0.39 0.22 0.11 0.23 0.23 0.34
v/c Ratio 0.55 0.66 0.81 0.83 0.90 0.89 0.78 0.27
Control Delay 23.0 35.1 33.0 28.0 38.1 53.8 40.3 2.7
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 23.0 35.1 33.0 28.0 38.1 53.8 40.3 2.7
LOS C D C C D D D A
Approach Delay 31.4 29.6 38.1 38.2
Approach LOS C C D D
Queue Length 50th (ft) 46 80 123 121 66 164 148 0
Queue Length 95th (ft) 85 123 #213 #190 #154 #293 #251 19
Internal Link Dist (ft) 319 494 593 4625
Turn Bay Length (ft) 200 200 375
Base Capacity (vph) 289 567 464 954 591 436 468 692
Starvation Cap Reductn 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.55 0.63 0.80 0.79 0.90 0.84 0.73 0.26

Intersection Summary
Cycle Length: 75
Actuated Cycle Length: 73.2
Natural Cycle: 75
Control Type: Actuated-Uncoordinated
Maximum v/c Ratio: 0.90
Intersection Signal Delay: 33.9 Intersection LOS: C
Intersection Capacity Utilization 79.6% ICU Level of Service D
Analysis Period (min) 15



Queues Modified Conditions - Additional Changes
5: Dorset St & Kennedy Dr PM Peak Hour
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#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     5: Dorset St & Kennedy Dr
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 142 296 24 328 383 291 13 229 232 319 298 158
Future Volume (vph) 142 296 24 328 383 291 13 229 232 319 298 158
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Lane Util. Factor 1.00 0.95 1.00 0.95 0.95 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.99 1.00 0.94 0.93 1.00 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1736 3401 1805 3324 3285 1770 1900 1615
Flt Permitted 0.35 1.00 0.34 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 641 3401 651 3324 3285 1770 1900 1615
Peak-hour factor, PHF 0.90 0.90 0.90 0.89 0.89 0.89 0.89 0.89 0.89 0.87 0.87 0.87
Adj. Flow (vph) 158 329 27 369 430 327 15 257 261 367 343 182
RTOR Reduction (vph) 0 8 0 0 184 0 0 232 0 0 0 120
Lane Group Flow (vph) 158 348 0 369 573 0 0 301 0 367 343 62
Confl. Bikes (#/hr) 1
Heavy Vehicles (%) 4% 5% 4% 0% 2% 1% 0% 0% 2% 2% 0% 0%
Turn Type pm+pt NA pm+pt NA Split NA Split NA pt+ov
Protected Phases 1 6 5 2 4 4 3 3 3 1
Permitted Phases 6 2
Actuated Green, G (s) 19.4 11.4 28.8 16.1 8.0 17.0 17.0 25.0
Effective Green, g (s) 19.4 11.4 28.8 16.1 8.0 17.0 17.0 25.0
Actuated g/C Ratio 0.27 0.16 0.39 0.22 0.11 0.23 0.23 0.34
Clearance Time (s) 6.0 6.0 6.0 6.0 6.0 6.0 6.0
Vehicle Extension (s) 2.0 2.0 3.0 3.0 2.0 2.0 2.0
Lane Grp Cap (vph) 289 530 456 732 359 411 441 552
v/s Ratio Prot 0.06 0.10 c0.14 c0.17 c0.09 c0.21 0.18 0.04
v/s Ratio Perm 0.08 c0.18
v/c Ratio 0.55 0.66 0.81 0.78 0.84 0.89 0.78 0.11
Uniform Delay, d1 21.9 29.0 17.2 26.9 31.9 27.2 26.3 16.5
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 1.1 2.2 10.2 5.5 15.1 20.5 7.7 0.0
Delay (s) 23.1 31.2 27.4 32.3 47.0 47.7 34.0 16.5
Level of Service C C C C D D C B
Approach Delay (s) 28.7 30.7 47.0 36.1
Approach LOS C C D D

Intersection Summary
HCM 2000 Control Delay 34.8 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.90
Actuated Cycle Length (s) 73.1 Sum of lost time (s) 24.0
Intersection Capacity Utilization 79.6% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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