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TECHNICAL MEMORANDUM 

TO: Adam Argo, Town of Huntington 
FROM: Sai Kumar Sarepalli, P.E.; CCRPC 
DATE: 11/21/2025 
RE: Texas Hill Road and Texas Hill Circle Intersection Analysis 

Introduction 

The Town of Huntington requested the Chittenden County Regional Planning Commission (CCRPC) staff 

to evaluate existing sight distance concerns and intersection control at the easternmost intersection of 

Texas Hill Road and Texas Hill Circle in Huntington and provide recommendations to improve safety at 

the intersection. 

Existing Conditions 

The Texas Hill Road and Texas Hill Circle intersection is a three-leg Y-configuration intersection with a 

STOP sign on Texas Hill Circle and free movement for Texas Hill Road approaches.  Texas Hill Road and 

Texas Hill Circle are classified by the state as Class III Town Highways and functionally classified as local 

roads.  These roads carry low traffic volume, and the posted speed limit is 30 mph.  Texas Hill Road is 

one of the major roads serving vehicular traffic between Huntington and Hinesburg.  The CCRPC staff 

installed a video camera at the intersection on July 29, 2025 to collect 12-hour turning movement 

count.  Figure 1 shows the study area. 

Figure 1: Study Area 

Study Intersection 

110 West Canal Street, Suite 202 
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Both Texas Hill Road and Texas Hill Circle are unpaved/gravel roads whose width varies between 18 ft 

and 20 ft with narrow gravel shoulders.  Figure 2 shows the existing intersection grade and surface 

conditions. 

Figure 2: Existing Conditions at Texas Hill Road and Texas Hill Circle looking west 

The south-east bound approach is a free movement and exhibits a steep grade and horizontal 

curvature at the intersection.  The CCRPC staff conducted a field survey and measured sight distance 

from all approaches at this intersection.   

Figure 3: South-east bound approach with steep grade looking towards the intersection 

Intersection 

Curve 
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Figure 4: STOP sign on the Eastbound approach (Texas Hill Circle) 

Intersection Sight Distance 

The CCRPC staff and interns conducted a reconnaissance field survey and measured intersection sight 

distance at the study intersection.  Intersection sight distance is a clear sight distance for a stopped 

driver either on a minor approach or major approach sufficient to accommodate the left-turn 

maneuver.  Left-turning drivers on a major approach should have sufficient sight distance to decide 

when to turn left across the lane used by opposing traffic.   

Limited intersection sight distance was observed along the opposing south-east bound traffic lane in 

the field for the westbound drivers turning left on to Texas Hill Circle vehicles which is a safety concern 

for both westbound and south-east bound traffic.   

According to the policy on Geometric Design of Highways and Streets 6th edition, commonly known as 

the “Green Book”, published by the American Association of State Highway and Transportation Officials 

(AASHTO), Table 9-14, Intersection Sight Distance – Left turn from the Major Road, recommends a 

minimum sight distance of 245 ft for drivers traveling at 30 mph, and 285 ft for drivers traveling at 35 

mph.  
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Table 1: Intersection Sight Distance – Left Turn from the Major Approach 

Source: A Policy on Geometry Design of Highways and Streets, 6th Edition - AASHTO 

The intersection sight distance for the westbound approach to make a left-turn maneuver was 

observed as 175 ft in the field survey, which is less than the recommended sight distance of 245 ft.   

Turning Movement Count 

The CCRPC staff collected a 12-hour vehicle turning movement count from 6:00 am to 6:00 pm at the 

study intersection on 07/29/2025 using a video camera.  No pedestrian or bike traffic were present at 

the intersection.  Speed data were not collected at the study area.  Tables 2 and 3 below show the AM 

and PM peak hour turning movement count, respectively. 

Table 2: AM Peak Turning Movement Count 

Left 

Turns

Straight 

Through
Right Turns Left Turns

Straight 

Through

Right 

Turns

Left 

Turns

Straight 

Through

Right 

Turns

8:00 4 0 0 0 0 2 0 3 0

8:15 5 0 0 3 0 0 0 4 0

8:30 4 0 0 1 0 2 0 5 0

8:45 3 0 0 0 0 0 0 2 0

Total 16 0 0 4 0 4 0 14 0

Southeast Bound (Texas Hill Rd) Eastbound (Texas Hill Cir)Westbound (Texas Hill Rd)
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Table 3: PM Peak Turning Movement Count 

Safety and Crash History 
In the last five years (August 2020 – August 2025), two property damage crashes were reported at the 
study intersection.  The following table shows the details of the crashes. 

Table 4: 5-Years Crash History 

Source: VTrans Public Crash Data Web Query Tool

One of the crashes was reported as a vehicle hitting another vehicle on the broadside, whereas the 
other crash was reported as a head-on collision.   

MUTCD Guidance for All-Way STOP Control  

The Manual for Uniform Traffic Control Devices (MUTCD) defines standards used by local governments 

and highway agencies nationwide to install and maintain appropriate traffic control devices on public 

highways, streets, pathways, bikeways and private streets open to public travel.  The MUTCD provides 

guidance on traffic control devices application and installation standards.  Section 2B.12 of the MUTCD 

provides guidance for when to consider implementing an All-Way stop control at an intersection.  

“The decision to establish an all-way stop control at an unsignalized intersection should be based on an 

engineering study.  The engineering study for all-way stop control should include an analysis of factors 

related to the existing operation and safety at the intersection, the potential to improve these 

conditions, and the applicable factors contained in the following all-way stop control warrants:” 

Warrant A: Crash Experience 
For a three-leg intersection, there are four or more reported crashes in a 12-month period or 
five or more reported crashes in a 36-month period that were of a type susceptible to 
correction by the installation of all-way stop control. 

 As mentioned earlier, there are two property damage crashes reported in the 
last five years. Criterion NOT met.

Left 

Turns

Straight 

Through
Right Turns Left Turns

Straight 

Through

Right 

Turns

Left 

Turns

Straight 

Through

Right 

Turns

17:00 3 0 0 4 0 6 0 4 0

17:15 5 0 0 2 0 4 0 1 0

17:30 6 0 0 2 0 7 0 1 0

17:45 8 0 0 4 0 6 0 2 0

Total 22 0 0 12 0 23 0 8 0

Southeast Bound (Texas Hill Rd) Westbound (Texas Hill Rd) Eastbound (Texas Hill Cir)

Report Number Reporting Agency Crash Date Address Crash Type Collision Direction Weather Time of Day Intersection With Involving

22A1003480 VSP - A1 Williston

June 5, 2022 at 

5:22 PM Texas Hill Rd

Property Damage 

Only

Left Turn and Thru, 

Broadside v<-- Clear Day Texas Hill Cir Heavy Truck

25A1000373 VSP - A1 Williston

January 17, 2025 at 

5:10 PM

362-398 Texas Hill 

Rd

Property Damage 

Only Head On Night Texas Hill Cir None
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Warrant B: Sight Distance 
All-way stop control may be installed at an intersection where an engineering study indicates 
that sight distance on the minor-road approaches controlled by a STOP sign is not adequate for 
a vehicle to turn onto or cross the major (uncontrolled) road. 

At such a location, a road user, after stopping, cannot see conflicting traffic and is not able to 
negotiate the intersection unless conflicting cross traffic is also required to stop. 

 From Tables 2 and 3, only through movement vehicles were observed traveling 
eastbound and no left-turning vehicles from the STOP controlled approach 
(Texas Hill Circle).  It was observed in the field that motorists cautiously moving 
forward after stopping at the STOP sign for a better view of vehicles traveling 
from left on Texas Hill Road before making a safer through maneuver.    

 It was observed in the field that motorists traveling westbound were slowing 
down due to limited intersection sight distance to make a left-turn maneuver 
(traveling to Texas Hill Circle) crossing the opposing traffic lane.  The minimum 
intersection sight distance for the major approach to make a left-turn 
maneuver is not available for the westbound approach drivers.  The limited 
intersection sight distance can be attributed to the intersection geometry, the 
horizontal curvature and the steep grade on the south-east bound approach. 
Criterion met.

Warrant C: Transition to Signal Control or Yield Control at a Circular Intersection 
All-way stop control may be installed at locations where all-way stop control is an interim 
measure that can be installed to control traffic while arrangements are being made for the 
installation of a traffic control signal 

 Traffic volumes are much too low at the intersection and to the best of our 
knowledge there are no plans to install a traffic control signal at this 
intersection. Criterion NOT met.

Warrant D: 8-Hour Volume (vehicles, pedestrians, bicycles) 
A. The combined motor vehicle, bicycle, and pedestrian volume entering the 

intersection from the major-street approaches is at least 300 units per hour for each of any 8 
hours of a typical day; and 

B. The combined motor vehicle, bicycle, and pedestrian volume entering the 
intersection from the minor-street approaches is at least 200 units per hour for each of any of 
the same 8 hours. 

 As shown in Tables 1 and 2, the combined traffic volume including pedestrian 
and bicycles for both AM and PM peak from the major-street approaches and 
the minor-street approaches are very low and do not meet the 8-hour volume 
threshold. Criterion NOT Met.

Other factors that may be considered in the study include; 
A. The need to control left-turn conflicts, 

 As observed in Tables 1 and 2, there are no left-turning vehicles from the STOP 
controlled eastbound approach (Texas Hill Circle).  The left-turning volume 
from the westbound approach going onto Texas Hill Circle was observed as 4 
vehicles per hour (vph) in the AM peak and 12 vph in the PM peak. The 
insufficient sight distance for the westbound left turning vehicles onto Texas 
Hill Circle requires additional control to avoid conflict with oncoming traffic 
from the westbound (Texas Hill Road) direction.  Criterion met.
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B.  An intersection of two residential neighborhood collector (through) streets of similar 
design and operating characteristics where all-way stop control would improve traffic 
operational characteristics of the intersection, or 

C.  Where pedestrian and/or bicyclist movements support the installation of all-way stop 
control. 

 Texas Hill Road is a through-street serving traffic between Hinesburg and 
Huntington, where Texas Hill Circle is an access road serving residents and 
connects with Texas Hill Road across the Huntington Townline in Hinesburg. 
There were no pedestrians or bicycles at the study intersection during the data 
collection.  Criterion NOT met.

Findings and Recommendations 

Based on the field survey, traffic operation, and intersection sight distance evaluation, the following are 

the recommended mitigation measures to improve sight distance and safety of motorists in all travel 

directions at the study intersection. 

1. It is evident from the field survey that the minimum recommended intersection sight 

distance to make a left-turn movement from the major roadway is not available for the 

westbound drivers.  Safety of westbound and south-east bound drivers can be improved by 

installing an All-Way stop control at the intersection however, the steep vertical grade on 

the south-east bound approach could pose safety concerns in the winter snow conditions 

where vehicles may lose traction after stopping at the stop sign and may slide down the 

road. 

2. It is recommended to investigate the feasibility of grading the south-east approach 

maintaining a flatter (2% to 4%) grade for at least 150 ft from the intersection.  This 

improvement will provide better sight distance for both the westbound and south-east 

bound approaches and potentially meet the minimum intersection sight distance 

requirement.

3. Install a YIELD sign on the westbound approach as an interim improvement until the 

minimum intersection sight distance improvements are completed.  

4. Replace the existing “Yield to Oncoming Traffic” sign with a new “Yield Ahead” sign on the 

westbound approach.  See Figure 5 below.

5. Install a street name plaque “Texas Hill Circle” on the existing westbound approach right 

curve ahead warning sign.

6. Install a left curve ahead warning sign supplemented with the “Texas Hill Circle” street 

name plaque  on the south-east bound approach. See Figure 6 below.

7. Clear or trim vegetation along the horizontal curve at the intersection. 
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Figure 5: YIELD sign on the Westbound Approach 

Figure 6: Curve Ahead warning sign on the South-East bound Approach 

End of Memo 



Westbound Eastbound

Date Time Left Turns
Straight 

Through
Right Turns

EB 

Crosswalk 

Crossings

WB 

Crosswalk 

Crossings

Left Turns
Straight 

Through

Right 

Turns

NB Crosswalk 

Crossings

SB Crosswalk 

Crossings
Left Turns

Straight 

Through

Right 

Turns

NB Crosswalk 

Crossings

SB Crosswalk 

Crossings

6:00 3 0 0 0 0 0 0 2 0 0 0 2 0 0 0

6:15 2 0 0 0 0 0 0 2 0 0 0 1 0 0 0

6:30 0 0 0 0 0 0 0 0 0 0 0 1 0 0 0

6:45 1 0 0 0 0 0 1 1 0 0 0 1 0 0 0

7:00 2 0 0 0 0 0 0 2 0 0 0 2 0 0 0

7:15 2 0 0 0 1 0 0 1 0 0 0 3 0 0 1

7:30 1 0 0 0 0 0 0 2 0 0 0 2 0 0 0

7:45 3 0 0 0 1 0 1 2 0 0 0 3 0 0 0

8:00 4 0 0 0 0 0 0 2 0 0 0 3 0 0 0

8:15 5 0 0 0 0 0 3 0 0 0 0 4 0 0 0

8:30 4 0 0 0 0 0 1 2 0 0 0 5 0 0 0

8:45 3 0 0 0 0 0 0 0 0 0 0 2 0 0 0

9:00 2 0 0 0 0 0 1 3 0 0 0 3 0 0 0

9:15 0 0 0 0 0 0 0 3 0 0 0 3 0 0 0

9:30 2 0 0 0 0 1 0 1 0 0 0 3 0 0 0

9:45 1 0 0 0 0 3 0 0 0 0 0 3 0 0 0

10:00 1 0 0 0 0 0 0 0 0 0 0 1 0 0 0

10:15 1 0 0 0 0 3 0 1 0 0 0 3 0 0 0

10:30 1 0 0 0 0 3 0 1 0 0 0 3 0 0 0

10:45 1 0 0 0 0 3 0 1 0 0 0 1 0 0 0

11:00 0 0 0 0 0 1 0 2 0 0 0 2 0 0 0

11:15 0 0 0 0 0 1 0 3 0 0 1 2 0 0 0

11:30 0 0 0 0 0 4 0 0 0 0 0 0 0 0 0

11:45 1 0 0 0 0 1 0 1 0 0 0 3 0 0 0

12:00 2 0 0 0 0 0 0 2 0 0 0 1 0 0 0

12:15 2 0 0 0 0 2 0 0 0 0 0 2 0 0 0

12:30 1 0 0 0 0 1 0 0 0 0 0 3 0 0 0

12:45 1 0 0 0 0 2 0 2 0 0 0 1 0 0 0

13:00 1 0 0 0 0 2 0 1 0 0 0 1 0 0 0

13:15 3 0 0 0 0 1 0 1 0 0 0 4 0 0 0

13:30 4 0 0 0 0 2 0 1 0 0 0 2 0 0 0

13:45 4 0 0 0 0 0 0 1 0 0 0 0 0 0 0

14:00 4 0 0 0 0 3 0 2 0 0 0 0 0 0 0

14:15 3 0 0 0 0 0 0 2 0 0 0 2 0 0 0

14:30 1 0 0 0 0 2 0 0 0 0 0 1 0 0 0

14:45 3 0 0 0 0 2 0 1 0 0 0 1 0 0 0

15:00 1 0 0 0 0 1 0 2 0 0 0 1 0 0 0

15:15 3 0 0 0 0 0 0 1 0 0 0 1 0 0 0

15:30 5 0 0 0 0 3 0 4 0 0 1 0 0 0 0

15:45 4 0 0 0 0 2 0 1 0 0 0 2 0 0 0

16:00 1 0 0 0 0 2 0 7 0 0 0 0 0 0 0

16:15 3 0 0 0 0 2 0 5 0 0 0 0 0 0 0

16:30 4 0 0 0 0 2 0 5 0 0 0 1 0 0 2

16:45 6 0 0 0 0 5 0 6 0 0 0 6 0 0 0

17:00 3 0 0 0 0 4 0 6 0 0 0 4 0 0 0

17:15 5 0 0 0 0 2 0 4 0 0 0 1 0 0 0

17:30 6 0 0 0 0 2 0 7 0 0 0 1 0 0 0

17:45 8 0 0 0 0 4 0 6 0 0 0 2 0 0 1

(Texas Hill Rd)(Texas Hill Rd) (Texas Hill Cir)South-East bound

12 Hour Turning Movement Count


